
MODEL : ADVANCE FOCAL SERIES 210A  

SPECIFICATION :

Power capasity (AES Standards) :

Recommended Application :

Features :

> Compact & High Power
> Double 10 Line Array
> Built in Active Module with DSP 32 bit /
48K digital prossor
> Equipped with LCD display
> Software control via USB-B port
> DSP controlled input has Preset control
knob with preset categories for multiple user
programming by software

> Indoor & Outdoor Live Performance
> Small to Medium Size Event

LF : 2 x 10 inch, 3 inch voice coil
STA L10 RCF 8Ω 450W

HF : 2 x 1 inch, 1.75 inch voice coil
STA DE 160 16Ω 100W

RMS : 1000 Watts
Program : 2000 Watts
Sensitivity : 105 dB - 142dB
Impedance :  8Ω
Frequency Respone : 85 Hz- 18,5 kHz

2-Way Active Line Array System
Built is Active Module Class D 1000 Watt @ 8 Ohm, 32 bit DSP / 48K digital prossor

Woofer Section :

Specifications are subject to change according to the actual requirements of the manufacturer without prior notice

Connectors :

Input : Female XLR
Link : Male XLR
RS485 IN/OUT
AC Input : Power
AC Output : AC Link

Compression Driver :

Voltage : AC 230V ~ 50/60Hz

Weight : 38.5 kg
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